Operating instruction and spare part list E Operating instruction and spare part list
for the quick-change tap holders type TA E N-Q for the quick-change tap holders type TA
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1. Fix the tap holder shank 2. Push in quick-change adaptor .
Check position of driver and groovel

3. SBtrongly push the adaplors in direction of 4. Let go of the adaptor after its engagement
the tap holder shank. The pressure point must
be overcomel

Remove qulck-change adaptor

Tap hobder wnank  Gidp sleava

Quickchange ecaplor

Spare Part List: ]
Pos.10E: Shank Morse Taper
Pos,20E; Adaptor Seat

Pos 30E: Grip Sleeve
Pos.40E: Plunger Spring
Pos,50E: Bush

Pos.60E: Disk
1. Strongly push the grip sleeve in direction of 2. Remove quick-change adaptor wwwwmm NM““
the tap holder shank. Important: The pressure Pos 90E: Ball .
point must be avercome | } _uNM.l_cc“.m. m”__

Pos.110E: Pressure Spring
Pos.120E: Pressure Spring When ordering, please advise Pos., Type, Size
Pos.130E: Pressure Spring and Shank. -

Pos 140E: Circli
Important: The exchange of the adaptor _uWM;mcm. glrellp

; ¢ 5
must not be executed while the machine crew
spindle rotatesi

3. Let go of the grip sleeve




